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D- Series 90 x 90 x 25 mm MOTRANY
B Dimensions Drawing
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General Specification:
eFrame and Impeller : Thermal Plastic , UL 94V-0 35
elLead Wires : UL Type 8 30 H
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Air Flow (CFM)
Rated | Operation| Rated | Rated Air Air Noise f ; ;
Available Feat t |
Listed Bearing Voltage | Voltage | Current| Speed | Flow |Pressure| Level valiable Reaturcsi(Optional) Weidht
Model System Tachometer i i
Rotation Thermal | Pulse Width
et e A RPM | CFM |mmH.O| dBA Output Detector Control | Modulation 9
RDH9025S 6.0~13.8 0.23 2,800 | 54.6 3.3 36 o o ° o
RDM9025S | Sleeve 6.0~13.8 0.19 2,500 481 2.6 33 ° ° ° .
RDL9025S 6.0~13.8 0.16 2,000 | 39.0 1.7 28 ° ° ° .
12
RDH9025B 6.0~13.8 0.23 2,800 | 54.6 3.3 36 ° ° ° °
RDM9025B Ball 6.0~13.8 0.19 2,500 481 2.6 33 ° ° ° .
RDL9025B 6.0~13.8 0.16 2,000 | 39.0 1.7 28 . o o .
85
RDH9025S2 12.0~27.6| 0.22 2,800 | 54.6 3.3 36 . .
RDM9025S2| Sleeve 12.0~276| 0.18 2,500 48.1 2.6 38 o .
RDL9025S2 12.0~27.6| 0.15 2,000 | 39.0 1.7 28 . o
24
RDH9025B2 12.0~27.6| 0.22 2,800 | 54.6 3.3 36 o °
RDM9025B2| Ball 12.0~27.6| 0.18 2,500 481 2.6 33 . .
RDL9025B2 12.0~27.6| 0.15 2,000 | 39.0 1.7 28 ° o
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